
Wastestream Survey 

GENERATOR INFORMATION 
Name: PAULSBORO REFINING COMPANY 

Address (site): 

Address (mail): 

800 BILLINGSPORT RD PAULSBORO, NJ 08066·1035 UNITED STATES 

Same 

US EPAID: 

Regulatory Status: 

Site Contact: 

NJD002342426 

LARGE QUANTITY 

PAUL MCDONALD 

Short Name: VRPN 

WASTESTREAM INFORMATION • GENERAL 
Common Name: TANK 2504 CLEANOUT 

Waste Class: 000 -GENERAL STORAGE 

Phone: (856)224-6173 

Generating Process: MAINTENANCE ACTIVITIES AND DECOMISSIONING 

EPA Source Code: G14 ·REMOVAL OF TANK SLUDGE, SEDIMENTS OR SLAG 

EPA Form Code: W603 ·OILY SLUDGE 

Physical State@ 70F: SLUDGE 

Odor: 

Estimated 
Annual Volume: 

NONE 

1000LBS 

Conditional Approval?: R Lab: Z142197 LIQUIDS/SOLIDS 

Sample 0/o: 1 0 Can Repack?: Y 

High Haz?: N 

MANAGEMENT SYSTEM ASSIGNMENTS 

Product Code • Oesc Put Away Area Cont Type Max Wt 
8034 SOLIDS REFINERY BULK A GENERAL STORAGE CM 

Wastestream 92743 - 22 

Non-reactive solid material Is dumped Into waste collection pit and red via crane Into the kiln. There Is potential to comingle this 
material with other compatible waste streams. 

EPA WASTE CODES 

K170 
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Wastestream Survey Wastestream 92743 • 22 

SAFETY INFORMATION 
HMIS Information Description 

HEALTH 2• ·MODERATE HAZARD-CARCINOGEN 

FLAMMABLE 1 • SLIGHT HAZARD 

REACTIVE 0- MINIMAL HAZARD 

PPE J2 ·SPLASH GOGGLES, GLOVES, SYNTHETIC APRON, COMBINATION DUSTNAPOF 

• = Carcinogen 

COMMENTS 

~Text 

@ = Water Reactive 

ER EMERGENCY RESPONSE TO A HAZARDOUS SOLID/SLUDGE. PPE = K6 

PE TYVEK SUIT. 

Sl CONTACT IM GROUP 

ER - EMERGENCY RESPONSE 

PE ·PROTECTIVE EQUIPMENT 

Sl • SPLIT INSTRUCTIONS 

TRANSPORTATION INFORMATION 

Shipping Description: RQ,NA3077,HAZARDOUS WASTE, SOLID, N.O.S.,9,PGIII,(BENZENE),(K170),ERG#171 

SURVEY RESPONSES 

PHYSICAL AND CHEMICAL PROPERTIES. 

Question 

Flash Point 

BTU/LB. range, low value 

PH, range, low value 

Is the waste pumpable 7 

Is this a dust hazard 7 

POTENTIAL HIGH HAZARDS 

Question 

Air Reactive 

Oxidizer 

Shock Sensitive 
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.B!2!): 

>=200 

>=12000 

3 

NO 

NO 

~ 
NO 

NO 

NO 

Question .B!2!): 

Boiling Point >100 

BTU/LB. range, high value >=12000 

PH, range, high value 12 

Will heat Improve the flow ? NO 

Question Bm!x 
Explosive NO 

Pyrophorlc NO 

Water Reactive NO 
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Wastestream Survey Wastestream 92743-22 

OTHER PROPERTIES 

Question ~ Question ~ 
Asbestos NO Carcinogen YES 

Compressed Gas NO Dioxins, Furans, or pr~-cursors NO 

Infectious Agents NO Lab Pack NO -
Radioactive NO 

ADDITIONAL REGULATORY INFORMATION. 

Question ~ Question ~ 
PCBs? (If Yes, specify range) NO Subject to Benzene NESHAP controls Not Applicable 

(40CFR61 .340-358)? 

WTI 

Question ~ Question B!lili: 
Miscellaneous Special Waste NO 
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Wastestream Survey Wastestream 927 43 - 22 

CHEMICAL CONSTITUENTS 

Using specific chemical names, list all constituents present in the wastestream. Attach available analyses or Material 
Safety Data Sheets (MSDSs). Total composition must equal or exceed 100°!.. 

Constituents 
BENZENE 

FREE LIQUID RANGE 

SOLIDS/SLUDGE GENERATED THROUGH OP 
ACTIVITIES 
WATER (AS MOISTURE) 

EHS - Extremely Hazardous Substance 
CAS - Chemical Abstracts Service 
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TYPE-GENERATOR 

Range Y.!!.!!! CAS# §:1§ 
0.0048- MG/L 71-43-2 
0.0048 
0·0 PERCENT 

40.70 PERCENT 

30-50 PERCENT 
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ldentlftcation 

A. ANIONS 
Bromide, PERCENT 
Chloride, PERCENT 
Fluoride, PERCENT 
Iodine, PERCENT 
Sulfur, PERCENT 
Sulfides, PPM 
Cyanides, PPM 

B. METALS 

Antimony, PPM 
Arsenic, PPM 
Barium, PPM 
Beryllium, PPM 
Cadmium, PPM 
Calcium, PPM 
Chromium. PPM 
Copper. PPM 
Lead, PPM 
Lithium, PPM 
Mercury, PPM 
Nickel, PPM 
Phosphorous, PPM 
Potassium, PPM 
Selenium. PPM 
Silver, PPM 
Sodium, PPM 
Thallium, PPM 
Zinc, PPM 

C. PHYSICAL PROPERTIES 
Flashpolnt, DEGREES F 
Blullb, BTU/LB 
Water, PERCENT 
Viscosity, CENTIPOISE 
Ash, PERCENT 
Density, G/ML 
pH, STD. UNITS 
Settleable Solids, PERCENT 
PCB Tolal, PPM 
Paint Filter 

D. REACTIVITY 
Water 
Acid 
Alkali 
Oxidizers, PPM 

E. FREONS 
Dlchlorodifluoromelhane 
Trichloroftuoromethane 
Bromoform 
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WASTE ANALYSIS RESULTS 

Total 
Measured Possible Waste Codes Constituent TCLP 

Value Analysis 

<0.1 
<0.1 
<0.1 
<0.1 
3 .7 
<20 
<20 

SOLID LIQUID 
Mg/Kg Mg/1 

<50 
<5 0004 ARSENIC 100 50 

<50 0005BARIUM 2000 100 
<5 
<1 D006 CADMIUM 20 1.0 

<50 
<5 0007 CHROMIUM 100 50 

<50 
<5 0008LEAD 100 5.0 
<50 
<0.2 D009 MERCURY 4 0 .2 
<50 
<50 
<50 
<1 0010 SELENIUM 20 1.0 
<5 0011 SILVER 100 5.0 
65 

<10 
<50 

NA 
18300 

5 
NA 
98 
NA 
NA 
NA 
NA 

PAS 

NO 
NO 
NO 

<100 
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